
 

OPTIMIZER PG SENSOR 

Overview 
Soil sensor for real time mobile variable rate application. Simultaneously mapping of  

nuclide soil properties and GPS coordinates. Marking of sample position. Specially  

designed for farmers and contractors. 

 

User friendly, multi language software for variable rate application and data logging “Debbie”.  

Operation without soil contact. Speeds up to 25 km/hr. 

Real time application algorithms for seeding, drilling, fertilising, spraying soil herbicides, 

granulates and compost. Suitable for Isobus implements. Automatic storage of data  

according to Isobus file structure. Auto Pause function when implement switched off. 

 

 

 

 

 

 

 

 

 

 

 

 

 

Specifications 
Sensor: scintillation detector CsI(Tl) & multi channel analyser. 

Casing: metal, waterproof. Long and short mounting rods. 

Dimensions & weight: 440x100x100 mm, 12.5 kg 

Detector calibration: MMSA detector key. 

Power supply: HV via USB, vehicle circuit 12V docking station. 

Communication: USB-A (sensor and pause adapter) and RS232 (VRA). 

Datalogger: Debbie Windows OS. 

Spectrum analysis: Sandra Windows OS. 

GPS input: NMEA 0183. 

Output: GPS coordinates, total counts and values of K40, U238, Th232 and Cs137. 

File format: csv (GIS ready). 

 

 

Accessories 
Ruggon rugged tablet 

Docking station heavy 

Packer file transportation software 


